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Mission

{ Ay OS Devédapmett & Protectioof the
U.S. Transportation Construction Market to Meet
Public & Business Needs & Demand

. Advocate Strong Federal Transportation Capital
Investment Programs
Highways
Bridges
Transit
Airports
Rail
Waterways & Ports
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Market Development

Key Player & Industry AdvocateAll Major

. First FederaAid Road Act: 1916

- Designation of Interstate Highway System: 19

. Creation of Interstate Program & HTF: 1956

. Creation of USDOT (Cabinet Recognition): 1¢
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lighway/Transportation Legislation Since 1902
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Market Development

. Creation of Aviation Trust Fund: 1982
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ISTEA: 1991

blFradQf | AIKgl & {e&aus

1995
- TEA21: 1998
- AIR21: 2000
- VISION 100: 2003
- SAFETERU: 2005
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Organizational Structure

Contractors

Transportation Officials

Traffic Safety Industry

PublicPrivate Partnerships
in Transportation

Manufacturers

(AEM & Adl_arge)

Materials & Services

Planning & Design

Research & Education
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Insurance Data- Claims

ARTBA - Workers' Compensation Claims by Peril

B ALL OTHER *Source: CNA
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ROAD CONSTRUCTION SITES

Fatal occupational injuries at road construction sites by selected characteristics, 2004-2008

Characteristics

2004

2005

2006

2007

2008

119

165

139

106

101

Event or exposure?

Transportationincidents ...
HIGNWAY oo
Collision between vehicles, mobile equipment ..
Moving in same direction ...
Moving and standing vehicle, mobile equipment-in roadway ...
Vehicle struck stationary object or equipment on side ofroad ...
NONCOMSION
Jack-knifed or overtumed--no collision ...
Nonhighway (farm, industrial premises) ...
Noncollision accident ..
Fell from and struck by vehicle, mobile equipment ..
L = o
Pedestrian struck by vehicle, mobile equipment ..
Pedestrian struck by vehicle, mobile equipment in roadway ...
Pedestrian struck by vehicle, mobile equipment on side of road ...
Pedestrian struck by vehicle, mobile equipment in parking lot or
NON-TOAA @M 8 ...
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Re: Whether use of high-visibility
highway work zones is requir|

Dizar Mr. Sant:

We are writing to clarify guidance that we
for the use of high-visibility apparel in hig)
2004, you asked for clarification of the Oc{
(OSHA"S policy regarding high-visibility
of mterpretation responding to your questig

Un Movember 20, 2006, the Cccupational

(Review Commission) issued o decision in
Company. In that decision, the Review Caoy
(2 of the May 11, 2004 letter of interpretal
CSHA's position reganding requirements f
construction work zones,

If you need additional mformation, please 4
Lﬁhbr, OSHA, hreclorate |:|:|"{‘.':lr;ﬂ.r!u.u:lii;lﬂ=
Giuidance, fax # 202-693-1689, You can al
Room N3468, 200 Constitution Avenue, N

Sinceraly,

i,

l,-' "
Lt becd € -»erb,z

Richard E. Fairfa, Acting Director
Dhrectorate of Constroctiion

The FHWA's rationale underlying the rule well illustrates that the industry recognizes
that construction workers in highway/road construction work zones need protection
against the hazard posed by moving traffic. The FHWA's recent mandatory standard for
workers on federal-aid highways shows that struck-by hazards in highway/road
construction work zones are well recognized by the construction industry. Furthermore,
the standard indicates that a feasible means of addressing that hazard is the wearing of
high-visibility apparel. Accordingly, high-visibility apparel is required under the General
Duty Clause to protect employees exposed to the danger of being struck by public and
construction traffic while working in highway/road construction work zones. Typically,
workers in a highway/road work zone are exposed to that hazard most of the time.




Standard:

04 All workers, including emergency
responders, within the right-of-way who
are exposed either to traffic (vehicles
using the highway for purposes of travel)
or to work vehicles and construction
equipment within the TTC zone shall
wear high-visibility safety apparel that
meets the Performance Class 2 or 3
requirements of the ANSI/ISEA 107 2004
publication entitled "American National
Standard for High-Visibility Safety
Apparel and Headwear" (see Section
1A.11), or equivalent revisions, and
labeled as meeting the ANSI 107-2004
standard performance for Class 2 or 3
risk exposure, except as provided in
Paragraph 5. A person designated by the
employer to be responsible for worker
safety shall make the selection of the
appropriate class of garment.




